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Report No.: Test Time: 2023/6/19 13:43

Luminaire Property

Luminaire Manufacturer:

Luminaire Category: Luminaire Description:
Lamp Catalog: Lamp Description:
Number of Lamps: Lumens per Lamp:
Luminous Length (mm): Luminous Width (mm):
Luminous Height (mm): Voltage: 120.0 V
Current: 0.251 A Power: 29.92 W

Power Factor: 0.995

Photometric Results

IES Classification: Type I Longitudinal Classification: Very Short
Total Rated Lamp Lumens: 4806.0 Im Measurement Flux: 4806 Im

Efficiency: 100% Downward Ratio: 100%

Upward Ratio: 0% Luminaire Efficacy Rating (LER): 160.68
COr0 Intensity: 2064.22 cd Max. Intensity: 2070.82 cd

Pos of Max. Intensity: H202.5 V12
Beam Angle(C0/C180,C90/C270,C45/C225,C135/315): 115.2, 86.8, 102.4, 101.8

Picture Of Luminaire Luminous Intensity Distribution Curve
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Unit: cd
Average Diffuse Angle(50%): 101.0°

C0-C180 ——C90-C270

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Luminous Intensity Distribution Curve
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Unit: cd

C Plane (°):0.0-360.0: 22.5
Test Lab:

Test Type: TYPE C
Temperature: 25.5 'C
Operator:

Gamma Plane (°):0.0-180.0:1.0

Test Device: GPM-3000

Distance: 14.140 m [K=1.0000]

Humidity:
Inspector:
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Luminous Intensity Distribution Curve(cd/kim)

170 180 170

160 160

100 100

cd/klm nN=100%

C0-C180
—C90-C270

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Imax (100%): 2071 cd
— (10%): 207 cd — (16%): 331 cd
— (25%): 518 cd — (40%): 828 cd
— (63%): 1305 cd — (100%): 2071 cd
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Isocandela (sphere)
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Pavement 10 0 Road

Imax (100%): 2071 cd

— (10%): 207 cd (16%): 331 cd
— (25%): 518 cd — (40%): 828 cd
— (63%): 1305 cd (100%): 2071 cd
CIE: narrow - short IES: Cut-off
CIE: Full-cut-off luminaire Max.At80: 9.399 cd/klm
Max.At90: 0.386 cd/klm Max.80-90: 9.399 cd/klm
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Vertical distance / mount height
Mounting Height: 10.0m Max Lux(100%): 20.6 Ix
— ( 1%): 0.21Ix —( 2%): 0.4 1Ix
—( 3%): 0.61Ix — ( 4%): 0.81Ix
— ( 5%): 1.01Ix —( 6%): 1.21x
— ( 7%): 1.4 1Ix —( 8%): 1.7 1Ix
—( 9%): 1.91x — (10%): 2.11Ix
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Roadway CU Curve
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Pavement Road Street Width / Mounting Height
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Illuminance at a Distance

Dist(m) Enadir(lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(Ix)
Dh/Dv_F(m) S_F(sq.m) Eav_F(Ix)

| 1.0 2064.22 3.15/1.89 5.0 410.29

X 5.52/3.49 16.5 59.95

- 2.0 516.05 6.31/3.79 19.8 102.57
11.04/6.98 66.1 14.99

S 3.0 229.36 9.46/5.68 44.6 45.59
16.56/10.46 148.7 6.66

et 4.0 129.01 12.61/7.57 79.3 25.64
22.08/13.95 264.4 3.75

N 5.0 82.57 15.76/9.46 123.8 16.41
27.59/17.44 413.1 2.40

L 6.0 57.34 18.92/11.36 178.3 11.40
33.11/20.93 594.9 1.67

=TT T T T~ 7.0 42.13 22.07/13.25 242.7 8.37
38.63/24.42 809.7 1.22

32.25 25.22/15.14 317.1 6.41

44.15/27.91 1057.6 0.94

25.48 28.37/17.04 401.3 5.07

49.67/31.39 1338.5 0.74

20.64 31.53/18.93 495.4 4.10

55.19/34.88 1652.5 0.60

Dv Beam Angle(B): H115.2 V86.8 Field Angle(F): H140.2 V120.3

C Plane (°):0.0-360.0: 22.5
Test Lab:

Test Type: TYPE C
Temperature: 25.5 'C
Operator:

Gamma Plane (°):0.0-180.0:1.0
Test Device: GPM-3000
Distance: 14.140 m [K=1.0000]
Humidity:

Inspector:
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The Average Illuminance Effective Figure

Flux Out: 4312.49Im

1.0m | 552.47/ 2064.22Ix 3.15m / 7.81sg.m

2.0m | 138.12/ 516.05Ix 6.31m / 31.22sg.m

3.0m 61.39/ 229.36Ix 9.46m / 70.25sg.m

4.0m 34.53/ 129.01Ix 12.61m / 124.89sq.m

5.0m 22.10/ 82.57Ix 15.76m / 195.15sq.m

6.0m 15.35/ 57.34Ix 18.92m / 281.01sq.m

7.0m 11.27/ 42.13Ix 22.07m / 382.49sg.m

8.0m 8.63/ 32.25Ix 25.22m / 499.57sq.m

9.0m 6.82/ 25.48lIx 28.37m / 632.27sq.m

10.0m 5.52/ 20.64lIx M1.53m / 780.58sg.m
Height Avg./Nadir. E Beam Angle:115.2° Diameter / Area

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0

Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]

Temperature: 25.5 'C Humidity:

Operator: Inspector:
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FLUX DISTRIBUTION TABLE BASED ON THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

ZONE LUMENS % LAMP LUMENS
FORWARD LIGHT 2377 49.5
FL ( 0°-30°) 821 17.1
FM (30°-60°) 1373 28.6
FH (60°-80°) 177 3.7
FVH (80°-90°) 6 0.1
BACK LIGHT 2415 50.2
BL ( 0°-30°) 834 17.4
BM (30°-60°) 1404 29.2
BH (60°-80°) 171 3.6
BVH (80°-90°) 6 0.1
UP LIGHT 14 0.3
UL (90°-100°) 1 0.0
UH (100°-180°) 13 0.3
BACK FRONT TRAPPED LIGHT NA NA
BUG(Backlight,Uplight,Glare) Rating Base On TM-15-07
Asymmetrical Luminaire Types
B2 U2 G1
(Type I,II,III,IV)
Quadrilateral Symmetrical Luminaire Types
B2 U2 GO
(Type V,Area Light)
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Zonal Lumen

Gamma Imean Zonal Flux Sum Zonal Flux| Rel Zonal FluxSum Rel Zonal Flyx
[°] [cd] [Im] [Im] [%] [%]
0.0-1.0 2064.1 2.0 2.0 0.04 0.04
1.0-2.0 2063.6 5.9 7.9 0.12 0.16
2.0-3.0 2062.8 9.9 17.8 0.21 0.37
3.0-4.0 2062.1 13.8 31.6 0.29 0.66
4.0-5.0 2061.1 17.7 49.3 0.37 1.03
5.0-6.0 2059.6 21.6 71.0 0.45 1.48
6.0-7.0 2057.8 25.5 96.5 0.53 2.01
7.0-8.0 2055.6 29.4 125.9 0.61 2.62
8.0-9.0 2052.9 33.3 159.2 0.69 3.31
9.0-10.0 2049.7 37.1 196.3 0.77 4.08
10.0-11.0 2046.1 40.9 237.2 0.85 4.94
11.0-12.0 2042.2 44.6 281.8 0.93 5.86
12.0-13.0 2037.8 48.4 330.2 1.01 6.87
13.0-14.0 2032.9 52.0 382.2 1.08 7.95
14.0-15.0 2027.4 55.7 437.9 1.16 9.11
15.0-16.0 2021.6 59.2 497.2 1.23 10.34
16.0-17.0 2015.2 62.8 559.9 1.31 11.65
17.0-18.0 2008.5 66.2 626.1 1.38 13.03
18.0-19.0 2000.7 69.6 695.8 1.45 14.48
19.0-20.0 1991.7 72.9 768.7 1.52 15.99
20.0-21.0 1982.1 76.1 844.8 1.58 17.58
21.0-22.0 1971.6 79.2 924.0 1.65 19.23
22.0-23.0 1960.0 82.3 1006.3 1.71 20.94
23.0-24.0 1947.3 85.1 1091.4 1.77 22.71
24.0-25.0 1933.6 87.9 1179.4 1.83 24.54
25.0-26.0 1918.4 90.6 1269.9 1.88 26.42
26.0-27.0 1901.6 93.0 1363.0 1.94 28.36
27.0-28.0 1883.8 95.4 1458.4 1.98 30.34
28.0-29.0 1864.5 97.6 1555.9 2.03 32.37
29.0-30.0 1843.3 99.5 1655.5 2.07 34.45
30.0-31.0 1820.6 101.3 1756.8 2.11 36.55
31.0-32.0 1796.4 102.9 1859.7 2.14 38.70
32.0-33.0 1771.1 104.4 1964.1 2.17 40.87
33.0-34.0 1744.9 105.6 2069.7 2.20 43.06
34.0-35.0 1718.0 106.7 2176.4 2.22 45.28
35.0-36.0 1690.0 107.6 2284.0 2.24 47.52
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Zonal Lumen (Continue 1)

Gamma Imean Zonal Flux Sum Zonal Flux| Rel Zonal FluxSum Rel Zonal Flyx
[°] [cd] [Im] [Im] [%] [%]

36.0-37.0 1661.0 108.3 2392.4 2.25 49.78
37.0-38.0 1631.6 108.9 2501.3 2.27 52.04
38.0-39.0 1601.8 109.3 2610.6 2.28 54.32
39.0-40.0 1570.7 109.6 2720.2 2.28 56.60
40.0-41.0 1537.3 109.5 2829.7 2.28 58.88
41.0-42.0 1500.4 109.0 2938.7 2.27 61.15
42.0-43.0 1459.7 108.1 3046.8 2.25 63.40
43.0-44.0 1415.9 106.9 3153.7 2.22 65.62
44.0-45.0 1368.3 105.2 3258.9 2.19 67.81
45.0-46.0 1317.6 103.1 3361.9 2.14 69.95
46.0-47.0 1265.4 100.7 3462.6 2.09 72.05
47.0-48.0 1210.5 97.9 3560.5 2.04 74.08
48.0-49.0 1154.0 94.8 3655.2 1.97 76.06
49.0-50.0 1096.4 91.4 3746.7 1.90 77.96
50.0-51.0 1037.6 87.8 3834.5 1.83 79.79
51.0-52.0 979.5 84.1 3918.5 1.75 81.53
52.0-53.0 921.9 80.2 3998.7 1.67 83.20
53.0-54.0 863.7 76.1 4074.9 1.58 84.79
54.0-55.0 804.1 71.8 4146.7 1.49 86.28
55.0-56.0 743.6 67.2 4213.9 1.40 87.68
56.0-57.0 681.8 62.3 4276.2 1.30 88.98
57.0-58.0 618.8 57.2 4333.4 1.19 90.17
58.0-59.0 557.1 52.1 4385.5 1.08 91.25
59.0-60.0 498.6 47.1 4432.6 0.98 92.23
60.0-61.0 443.8 42.4 4475.0 0.88 93.11
61.0-62.0 393.7 37.9 4512.9 0.79 93.90
62.0-63.0 349.3 34.0 4546.9 0.71 94.61
63.0-64.0 309.9 30.4 4577.3 0.63 95.24
64.0-65.0 275.1 27.2 4604.6 0.57 95.81
65.0-66.0 244.5 24.4 4628.9 0.51 96.32
66.0-67.0 216.7 21.8 4650.7 0.45 96.77
67.0-68.0 191.4 19.4 4670.1 0.40 97.17
68.0-69.0 168.4 17.2 4687.3 0.36 97.53
69.0-70.0 148.0 15.2 4702.5 0.32 97.85
70.0-71.0 130.2 13.5 4716.0 0.28 98.13
71.0-72.0 114.3 11.9 4727.9 0.25 98.37

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0

Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]

Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Zonal Lumen (Continue 2)

Gamma Imean Zonal Flux Sum Zonal Flux| Rel Zonal FluxSum Rel Zonal Flyx
[°] [cd] [Im] [Im] [%] [%]
72.0-73.0 100.2 10.5 4738.3 0.22 98.59
73.0-74.0 87.1 9.2 4747.5 0.19 98.78
74.0-75.0 74.8 7.9 4755.4 0.16 98.95
75.0-76.0 63.8 6.8 4762.2 0.14 99.09
76.0-77.0 54.1 5.8 4767.9 0.12 99.21
77.0-78.0 45.4 4.9 4772.8 0.10 99.31
78.0-79.0 37.8 4.1 4776.9 0.08 99.39
79.0-80.0 31.6 3.4 4780.3 0.07 99.46
80.0-81.0 26.2 2.8 4783.1 0.06 99.52
81.0-82.0 21.3 2.3 4785.4 0.05 99.57
82.0-83.0 17.0 1.8 4787.3 0.04 99.61
83.0-84.0 13.4 1.5 4788.7 0.03 99.64
84.0-85.0 10.6 1.2 4789.9 0.02 99.66
85.0-86.0 8.0 0.9 4790.8 0.02 99.68
86.0-87.0 5.4 0.6 4791.3 0.01 99.70
87.0-88.0 3.2 0.4 4791.7 0.01 99.70
88.0-89.0 1.8 0.2 4791.9 0.00 99.71
89.0-90.0 1.1 0.1 4792.0 0.00 99.71
90.0-91.0 0.9 0.1 4792.1 0.00 99.71
91.0-92.0 0.8 0.1 4792.2 0.00 99.71
92.0-93.0 0.8 0.1 4792.3 0.00 99.71
93.0-94.0 0.8 0.1 4792.4 0.00 99.72
94.0-95.0 0.8 0.1 4792.5 0.00 99.72
95.0-96.0 0.8 0.1 4792.6 0.00 99.72
96.0-97.0 0.8 0.1 4792.6 0.00 99.72
97.0-98.0 0.8 0.1 4792.7 0.00 99.72
98.0-99.0 0.8 0.1 4792.8 0.00 99.73
99.0-100.0 0.8 0.1 4792.9 0.00 99.73
100.0-101.0 0.8 0.1 4793.0 0.00 99.73
101.0-102.0 0.8 0.1 4793.1 0.00 99.73
102.0-103.0 0.7 0.1 4793.1 0.00 99.73
103.0-104.0 0.7 0.1 4793.2 0.00 99.73
104.0-105.0 0.8 0.1 4793.3 0.00 99.74
105.0-106.0 0.8 0.1 4793.4 0.00 99.74
106.0-107.0 0.9 0.1 4793.5 0.00 99.74
107.0-108.0 1.0 0.1 4793.6 0.00 99.74
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Zonal Lumen (Continue 3)

Gamma Imean Zonal Flux Sum Zonal Flux| Rel Zonal FluxSum Rel Zonal Flyx
[°] [cd] [Im] [Im] [%] [%]

108.0-109.0 0.9 0.1 4793.7 0.00 99.74
109.0-110.0 0.8 0.1 4793.8 0.00 99.75
110.0-111.0 1.0 0.1 4793.9 0.00 99.75
111.0-112.0 1.1 0.1 4794.0 0.00 99.75
112.0-113.0 1.1 0.1 4794.1 0.00 99.75
113.0-114.0 1.2 0.1 4794.2 0.00 99.75
114.0-115.0 1.2 0.1 4794.3 0.00 99.76
115.0-116.0 1.2 0.1 4794.5 0.00 99.76
116.0-117.0 1.4 0.1 4794.6 0.00 99.76
117.0-118.0 1.5 0.1 4794.7 0.00 99.77
118.0-119.0 1.6 0.2 4794.9 0.00 99.77
119.0-120.0 1.6 0.2 4795.0 0.00 99.77
120.0-121.0 1.8 0.2 4795.2 0.00 99.78
121.0-122.0 1.9 0.2 4795.4 0.00 99.78
122.0-123.0 1.9 0.2 4795.6 0.00 99.78
123.0-124.0 1.9 0.2 4795.7 0.00 99.79
124.0-125.0 1.9 0.2 4795.9 0.00 99.79
125.0-126.0 2.0 0.2 4796.1 0.00 99.79
126.0-127.0 2.1 0.2 4796.3 0.00 99.80
127.0-128.0 2.1 0.2 4796.5 0.00 99.80
128.0-129.0 2.2 0.2 4796.6 0.00 99.81
129.0-130.0 2.3 0.2 4796.8 0.00 99.81
130.0-131.0 2.5 0.2 4797.0 0.00 99.81
131.0-132.0 2.5 0.2 4797.2 0.00 99.82
132.0-133.0 2.6 0.2 4797.4 0.00 99.82
133.0-134.0 2.7 0.2 4797.7 0.00 99.83
134.0-135.0 2.8 0.2 4797.9 0.00 99.83
135.0-136.0 2.9 0.2 4798.1 0.00 99.84
136.0-137.0 3.1 0.2 4798.3 0.00 99.84
137.0-138.0 3.3 0.2 4798.6 0.01 99.85
138.0-139.0 3.4 0.2 4798.8 0.01 99.85
139.0-140.0 3.4 0.2 4799.1 0.01 99.86
140.0-141.0 3.5 0.2 4799.3 0.01 99.86
141.0-142.0 3.6 0.2 4799.5 0.01 99.87
142.0-143.0 3.8 0.3 4799.8 0.01 99.87
143.0-144.0 3.8 0.2 4800.0 0.01 99.88

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0

Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]

Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Zonal Lumen (Continue 4)

Gamma Imean Zonal Flux Sum Zonal Flux| Rel Zonal FluxSum Rel Zonal Flyx
[°] [cd] [Im] [Im] [%] [%]

144.0-145.0 3.9 0.3 4800.3 0.01 99.88
145.0-146.0 3.9 0.2 4800.5 0.00 99.89
146.0-147.0 3.9 0.2 4800.8 0.00 99.89
147.0-148.0 4.3 0.3 4801.0 0.01 99.90
148.0-149.0 4.4 0.3 4801.3 0.01 99.90
149.0-150.0 4.5 0.2 4801.5 0.01 99.91
150.0-151.0 4.5 0.2 4801.8 0.01 99.91
151.0-152.0 4.6 0.2 4802.0 0.01 99.92
152.0-153.0 4.8 0.2 4802.3 0.01 99.92
153.0-154.0 4.9 0.2 4802.5 0.00 99.93
154.0-155.0 4.9 0.2 4802.7 0.00 99.93
155.0-156.0 4.9 0.2 4803.0 0.00 99.94
156.0-157.0 5.0 0.2 4803.2 0.00 99.94
157.0-158.0 5.1 0.2 4803.4 0.00 99.95
158.0-159.0 5.2 0.2 4803.6 0.00 99.95
159.0-160.0 5.4 0.2 4803.8 0.00 99.95
160.0-161.0 5.5 0.2 4804.0 0.00 99.96
161.0-162.0 5.5 0.2 4804.2 0.00 99.96
162.0-163.0 5.6 0.2 4804.4 0.00 99.97
163.0-164.0 5.6 0.2 4804.6 0.00 99.97
164.0-165.0 5.7 0.2 4804.7 0.00 99.97
165.0-166.0 5.8 0.2 4804.9 0.00 99.98
166.0-167.0 5.9 0.2 4805.0 0.00 99.98
167.0-168.0 5.9 0.1 4805.2 0.00 99.98
168.0-169.0 6.0 0.1 4805.3 0.00 99.99
169.0-170.0 6.1 0.1 4805.4 0.00 99.99
170.0-171.0 6.1 0.1 4805.5 0.00 99.99
171.0-172.0 6.1 0.1 4805.6 0.00 99.99
172.0-173.0 6.1 0.1 4805.7 0.00 99.99
173.0-174.0 6.2 0.1 4805.8 0.00 100.00
174.0-175.0 6.2 0.1 4805.9 0.00 100.00
175.0-176.0 6.1 0.1 4805.9 0.00 100.00
176.0-177.0 6.0 0.0 4805.9 0.00 100.00
177.0-178.0 6.0 0.0 4806.0 0.00 100.00
178.0-179.0 5.9 0.0 4806.0 0.00 100.00
179.0-180.0 5.8 0.0 4806.0 0.00 100.00

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0

Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]

Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Zonal Lumen (Continue 5)

cone flux(90°): 3258.88 Im

%Ilum = 67.8%
%lamp = 67.8%

cone flux(120°): 4432.64 Im

%Ilum = 92.2%
%lamp = 92.2%

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table Unit: cd

G\C C0.0 C22.5 | C45.0 | C67.5 | €90.0 | C112.5|C135.0 | C157.5 | C180.0 | C202.5
GO0.0 | 2064.2 | 2064.2 | 2064.2 | 2064.2 | 2064.2 | 2064.2 | 2064.2 | 2064.2 | 2064.2 | 2064.2
G1.0 | 2062.0|2062.8 | 2062.2 | 2063.7 | 2063.7 | 2063.9 | 2064.1 | 2065.4 | 2065.9 | 2065.4
G2.0 | 2059.6 | 2060.6 | 2060.5 | 2061.3 | 2062.6 | 2063.9 | 2063.9 | 2067.0 | 2065.4 | 2066.1
G3.0 | 2057.6 | 2057.5 | 2058.6 | 2058.5 | 2061.2 | 2064.2 | 2063.8 | 2068.5 | 2065.5 | 2066.3
G4.0 | 2055.3 | 2055.7 | 2056.4 | 2056.8 | 2060.1 | 2062.9 | 2062.9 | 2069.1 | 2066.6 | 2067.4
G5.0 |2053.4 | 2053.8 | 2053.7 | 2054.1 | 2057.6 | 2060.7 | 2061.5 | 2069.4 | 2064.6 | 2068.2
G6.0 | 2051.7 | 2051.5|2050.2 | 2050.7 | 2052.8 | 2059.0 | 2060.0 | 2069.1 | 2063.9 | 2068.9
G7.0 |2049.2 | 2048.4 | 2046.6 | 2045.2 | 2050.8 | 2055.9 | 2058.1 | 2069.1 | 2063.7 | 2069.4
G8.0 |2045.4 | 2044.4 | 2041.6 | 2040.3 | 2046.2 | 2052.6 | 2056.7 | 2067.6 | 2063.2 | 2070.5
G9.0 |2043.0|2042.6 | 2038.3 | 2035.2 | 2039.7 | 2046.8 | 2053.5 | 2066.0 | 2063.9 | 2069.5
G10.0 | 2038.7 | 2038.6 | 2032.0 | 2029.0 | 2034.2 | 2041.7 | 2050.0 | 2064.2 | 2062.0 | 2069.8
G11.0 | 2036.6 | 2035.1 | 2026.1 | 2021.7 | 2026.6 | 2037.1 | 2046.6 | 2063.3 | 2061.4 | 2069.6
G12.0 | 2031.5 | 2030.7 | 2020.1 | 2013.9 | 2019.5 | 2031.7 | 2043.0 | 2061.6 | 2059.8 | 2070.8
G13.0 | 2031.8 | 2026.6 | 2014.7 | 2005.2 | 2011.1 | 2024.5 | 2039.7 | 2060.8 | 2055.4 | 2070.5
G14.0 | 2027.4 | 2021.4 | 2006.7 | 1997.0 | 2001.7 | 2015.0 | 2034.5 | 2059.0 | 2053.2 | 2070.4
G15.0 | 2024.2 | 2017.0 | 2000.1 | 1987.2 | 1991.9 | 2006.7 | 2028.8 | 2056.0 | 2051.4 | 2068.9
G16.0 | 2020.9 | 2012.5|1991.4 | 1975.8 | 1981.7 | 1997.2 | 2023.0 | 2053.1 | 2048.6 | 2068.0
G17.0 | 2017.0 | 2004.6 | 1981.4 | 1964.3 | 1972.4 | 1986.2 | 2017.2 | 2050.8 | 2048.3 | 2068.0
G18.0 | 2011.1 | 2000.3 | 1975.2 | 1951.6 | 1956.2 | 1974.5 | 2012.8 | 2047.9 | 2045.7 | 2063.7
G19.0 | 2009.0 | 1991.4 | 1962.8 | 1936.1 | 1940.6 | 1961.0 | 2004.6 | 2043.1 | 2043.3 | 2062.7
G20.0 | 2002.8 | 1985.0 | 1952.3 | 1920.1 | 1921.5 | 1947.4 | 1995.6 | 2040.3 | 2041.6 | 2059.6
G21.0 | 1999.9 | 1978.5| 1940.9 | 1900.8 | 1900.1 | 1929.1 | 1987.7 | 2036.1 | 2039.5 | 2058.6
G22.0 [ 1998.71971.11931.8 | 1880.2 | 1875.2 | 1909.0 | 1975.4 | 2028.5 | 2039.0 | 2054.3
G23.0 [ 1991.9|1964.2 | 1920.7 | 1859.3 | 1849.0 | 1887.9 | 1965.5 | 2024.6 | 2035.9 | 2048.7
G24.0 | 1986.5 | 1954.3 | 1905.7 | 1835.5 | 1819.7 | 1866.4 | 1952.7 | 2018.2 | 2032.8 | 2046.2
G25.0 | 1980.4 | 1948.9 | 1891.2 | 1808.9 | 1788.0 | 1840.5 | 1938.1 | 2012.6 | 2030.2 | 2042.4
G26.0 | 1975.9|1941.1 | 1874.7 | 1779.2 | 1757.5|1812.4 | 1922.9 | 2005.0 | 2028.9 | 2038.3
G27.0 | 1970.9 | 1933.1 | 1855.4|1745.3 [ 1721.5]|1781.1 | 1904.8 | 1999.6 | 2027.6 | 2034.7
G28.0 | 1969.4 | 1926.1 | 1835.1 | 1711.3|1682.4 | 1748.8 | 1886.8 | 1992.2 | 2023.9 | 2030.1
G29.0 | 1960.8 | 1918.4 | 1813.4 | 1676.6 | 1646.1 | 1713.9 | 1864.3 | 1982.7 | 2018.6 | 2021.3
G30.0 | 1950.1 | 1906.6 | 1788.1 | 1642.7 | 1606.1 | 1679.4 | 1841.4 | 1972.4 | 2015.2 | 2015.8
G31.0 | 1945.1 | 1895.3 | 1763.4 | 1605.3 | 1564.4 | 1639.0 | 1817.3 | 1962.2 | 2010.4 | 2008.2
G32.0 | 1938.8 | 1885.8 | 1735.8 | 1567.1 | 1524.2 | 1601.0| 1787.8 | 1951.7 | 2002.5 | 1999.2
G33.0 | 1933.2|1874.4 | 1707.7 | 1524.3 | 1482.5 | 1561.7 | 1758.1 | 1937.8 | 1995.5 | 1990.4
G34.0 | 1927.4 | 1862.0 | 1677.0 | 1486.9 | 1445.9 | 1521.7 | 1729.4 | 1922.6 | 1985.6 | 1979.7
G35.0 | 1922.3 | 1850.8 | 1644.3 | 1451.0 | 1411.0 | 1483.3 | 1693.1 | 1906.9 | 1976.4 | 1966.9
G36.0 | 1917.6 | 1836.3 | 1607.9 | 1412.5| 1380.2 | 1447.1 | 1659.9 | 1891.1 | 1964.0 | 1950.9

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table (Continue 1) Unit: cd

G\C C0.0 C22.5 | C45.0 | C67.5 | €90.0 | C112.5|C135.0 | C157.5 | C180.0 | C202.5
G37.0 [ 1909.9|1818.2 | 1571.5|1379.2 | 1351.8 | 1412.5| 1624.0 | 1869.1 | 1949.9 | 1932.6
G38.0 | 1901.9 | 1800.1 | 1533.8 | 1348.5| 1323.2 | 1380.6 | 1584.9 | 1847.5 | 1934.2 | 1910.6
G39.0 | 1894.1 | 1777.6 | 1495.5 | 1318.6 | 1290.7 | 1351.7 | 1545.4 | 1820.6 | 1919.6 | 1887.7
G40.0 | 1883.5 | 1754.7 | 1456.3 | 1288.7 | 1248.1 | 1318.8 | 1505.7 | 1792.4 | 1903.6 | 1860.7
G41.0 | 1871.5|1730.5| 1420.4 | 1256.91199.8 | 1285.1 | 1464.6 | 1760.5 | 1885.9 | 1828.6
G42.0 | 1854.5|1699.6 | 1381.3 | 1219.5|1135.7 | 1245.2 | 1428.0 | 1726.4 | 1866.7 | 1796.8
G43.0 | 1839.2 | 1668.4 | 1349.0 | 1174.4 | 1060.8 | 1196.1 | 1394.3 | 1690.4 | 1843.9 | 1755.3
G44.0 | 1820.1 | 1632.7 [ 1317.2 | 1118.5| 985.6 | 1139.8 | 1360.1 | 1648.9 | 1816.3 | 1714.8
G45.0 | 1795.9|1592.3 | 1286.7 | 1058.0 | 907.1 | 1077.0]1322.9|1601.3|1786.4 | 1669.1
G46.0 | 1770.6 | 1546.6 | 1252.8 | 994.3 | 830.1 | 1012.7|1282.1|1552.9|1753.7|1619.7
G47.0 | 1742.4 | 1504.1 | 1214.8 | 929.1 | 763.4 | 947.6 | 1239.2 | 1496.3|1716.5| 1562.6
G48.0 | 1711.3|1457.9|1171.8| 855.8 | 693.8 | 872.0 | 1192.8 | 1442.9 | 1675.1 | 1503.0
G49.0 | 1671.9|1408.5|1128.1 | 787.4 | 630.5 | 804.6 | 1141.9 | 1386.4 | 1627.2 | 1443.2
G50.0 | 1634.7 | 1353.6 | 1078.9 | 720.8 | 569.6 | 736.3 | 1086.6 | 1326.3 | 1581.6 | 1380.6
G51.0 | 1585.3|1292.2|1026.3 | 658.9 | 515.2 | 673.0 | 1023.2 | 1265.4 | 1533.0| 1316.9
G52.0 | 1536.9|1235.9| 967.7 | 601.8 | 465.4 | 614.5 | 962.8 | 1200.7 | 1481.5 | 1247.4
G53.0 | 1484.1 | 1176.7 | 911.0 | 544.6 | 424.5 | 559.5 | 898.9 | 1146.6 | 1409.5| 1185.5
G54.0 | 1418.1 | 1116.0 | 852.4 | 492.4 | 384.4 | 499.5 | 833.6 | 1081.3|1327.4]1123.0
G55.0 | 1333.5|1058.0| 789.4 | 447.8 | 352.4 | 453.1 | 760.0 | 1019.2 | 1238.2 | 1052.5
G56.0 | 1252.8| 987.3 | 727.9 | 409.2 | 321.8 | 412.4 | 694.9 | 945.5 | 1141.1 | 958.0
G57.0 | 1165.0 | 914.4 | 659.3 | 373.8 | 293.5 | 376.1 | 631.4 | 851.7 | 1022.7 | 863.7
G58.0 | 1066.3 | 834.1 | 600.7 | 339.6 | 267.4 | 339.4 | 572.6 | 758.2 | 910.3 | 766.8
G59.0 | 959.0 | 753.3 | 546.6 | 310.0 | 239.5 | 308.3 | 518.4 | 672.9 | 804.5 | 680.9
G60.0 | 853.9 | 673.0 | 497.2 | 281.0 | 215.9 | 277.7 | 467.7 | 594.7 | 705.0 | 600.8
G61.0 | 741.2 | 595.1 | 448.9 | 253.1 | 196.7 | 249.0 | 415.2 | 524.7 | 619.1 | 525.2
G62.0 | 653.3 | 529.6 | 399.5 | 227.8 | 180.9 | 224.1 | 370.1 | 457.5 | 537.9 | 463.2
G63.0 | 577.8 | 469.9 | 356.2 | 204.1 | 166.6 | 201.4 | 328.0 | 403.1 | 477.0 | 406.8
G64.0 | 506.7 | 415.7 | 315.2 | 187.2 | 152.4 | 185.0 | 285.7 | 354.4 | 423.3 | 355.9
G65.0 | 451.0 | 364.1 | 278.6 | 172.9 | 140.3 | 170.4 | 251.5 | 313.0 | 376.4 | 309.6
G66.0 | 401.3 | 324.0 | 243.5 | 157.9 | 129.0 | 156.4 | 220.7 | 274.7 | 331.3 | 273.1
G67.0 | 352.4 | 287.7 | 214.0 | 144.4 | 117.6 | 142.4 | 192.6 | 242.9 | 285.2 | 240.8
G68.0 | 307.5 | 252.9 | 187.8 | 132.1 | 106.3 | 129.0 | 167.6 | 212.9 | 249.9 | 212.2
G69.0 | 265.8 | 222.6 | 164.3 | 118.0 95.4 1149 | 145.7 | 187.3 | 217.9 | 187.6
G70.0 | 231.1 | 194.7 | 143.0 | 106.7 84.7 102.7 | 129.2 | 166.2 | 188.7 | 164.0
G71.0 | 199.6 | 172.0 | 127.6 94.0 76.9 89.8 114.3 | 144.4 | 161.5 | 143.6
G72.0 | 173.6 | 151.4 | 113.7 83.2 68.7 79.8 100.5 | 126.7 | 141.6 | 124.7
G73.0 | 152.0 | 131.8 99.6 74.6 61.2 71.2 87.3 110.3 | 121.6 | 109.1

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table (Continue 2)

Unit: cd
G\C Cco.0 C22.5 | C45.0 | C67.5 | €90.0 |C112.5|C135.0 | C157.5 | C180.0 | C202.5
G74.0 | 128.5 | 114.8 85.9 65.5 53.4 62.7 74.5 95.1 103.9 93.4
G75.0 | 110.2 98.2 73.1 57.5 46.6 54.0 63.6 81.6 86.4 80.2
G76.0 93.4 84.7 62.6 48.0 40.7 44.8 53.6 70.0 73.5 67.6
G77.0 78.5 71.9 52.6 40.9 35.1 38.4 45.7 57.8 62.7 56.5
G78.0 65.6 59.4 44.0 34.9 28.9 31.9 37.5 49.1 51.7 46.9
G79.0 55.1 50.7 37.1 28.8 24.8 25.7 31.1 40.3 42.6 37.9
G80.0 | 45.2 40.6 31.0 24.2 21.4 22.3 26.5 33.4 34.1 31.0
G81.0 36.0 33.4 25.3 21.1 18.3 18.8 21.7 27.2 26.5 25.4
G82.0 27.2 26.7 20.4 18.0 14.4 15.5 17.3 21.8 19.2 20.0
G83.0 20.2 20.4 16.6 14.2 12.2 12.8 14.4 16.9 13.8 14.7
G84.0 13.8 15.3 13.9 11.7 9.4 10.0 11.8 13.0 10.7 11.3
G85.0 11.2 11.6 10.6 9.1 8.2 8.3 8.7 11.2 8.9 9.0
G86.0 8.5 9.2 8.1 6.9 5.2 5.2 6.1 8.6 6.4 6.7
G87.0 5.8 6.4 5.7 4.5 2.4 3.0 3.7 5.7 4.4 4.1
G88.0 4.5 4.9 2.9 2.6 1.6 2.1 2.2 3.6 0.8 0.9
G89.0 1.3 2.2 1.4 1.8 1.2 1.2 1.1 1.5 0.0 0.0
G90.0 0.0 0.0 1.2 1.4 1.9 1.3 1.2 1.5 0.0 0.0
G91.0 0.0 0.7 0.0 1.4 1.6 1.1 1.0 1.3 0.0 0.0
G92.0 0.0 0.8 1.0 1.3 1.4 1.0 1.0 1.0 0.0 0.0
G93.0 0.0 0.0 0.8 1.5 1.3 1.6 0.8 1.3 0.0 0.0
G94.0 0.0 0.0 0.9 1.7 0.9 0.8 0.7 1.0 0.0 0.0
G95.0 0.0 0.0 0.9 1.4 1.3 1.1 1.3 0.9 0.0 0.0
G96.0 0.0 0.0 0.9 1.4 1.1 1.1 1.2 1.3 0.0 0.0
G97.0 0.0 0.0 1.3 1.7 1.2 1.1 0.8 1.5 0.0 0.0
G98.0 0.0 0.0 0.0 1.7 1.8 1.1 0.0 1.6 0.0 0.0
G99.0 0.0 0.0 0.0 1.0 1.4 1.1 1.0 1.2 0.0 0.0
G100.0 0.0 0.0 0.8 1.2 1.2 1.5 1.1 1.2 0.0 0.0
G101.0 0.0 0.0 1.2 1.7 1.6 1.2 1.0 1.1 0.0 0.0
G102.0 0.0 0.0 1.2 1.4 1.1 1.3 1.0 1.1 0.0 0.0
G103.0 0.0 0.9 0.9 1.6 1.2 0.8 1.5 1.6 0.0 0.0
G104.0 0.0 0.0 0.0 1.4 1.4 1.3 1.3 1.3 0.0 0.0
G105.0 0.0 0.0 0.9 0.7 1.4 0.9 1.3 1.5 0.0 0.0
G106.0 0.0 1.0 1.0 1.5 1.2 1.1 1.3 1.4 0.0 0.0
G107.0 0.0 0.8 0.8 1.4 1.7 1.1 1.3 1.6 0.0 0.0
G108.0 0.0 0.0 1.2 1.8 1.5 1.2 0.8 1.8 0.0 0.0
G109.0 0.0 0.0 0.7 1.7 1.2 1.0 1.3 1.7 0.0 0.0
G110.0 0.0 0.7 0.0 1.7 1.5 1.1 1.2 2.0 0.0 0.0
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table (Continue 3)

Unit: cd
G\C C0.0 | C22.5 | C45.0 | C67.5 | C90.0 | C112.5|C135.0 | C157.5|C180.0 | C202.5
G111.0 0.0 1.0 1.1 1.7 1.5 1.3 1.7 1.7 0.0 0.0
G112.0 0.0 1.0 1.3 1.5 1.4 1.5 1.3 1.6 0.0 0.0
G113.0 0.8 1.2 1.0 1.9 1.3 1.1 1.6 2.0 0.0 0.0
G114.0 0.7 1.2 1.3 1.9 1.4 1.1 1.9 2.2 0.0 0.0
G115.0 1.0 1.0 1.2 1.4 1.4 1.4 1.4 2.2 0.0 0.0
G116.0 0.9 1.1 1.2 1.9 1.4 1.6 1.7 2.3 0.0 0.9
G117.0 1.1 1.4 1.2 1.7 1.3 1.4 1.8 2.2 0.0 1.2
G118.0 1.3 1.4 1.8 1.9 1.7 1.2 1.0 2.4 0.9 1.4
G119.0 1.3 1.6 1.7 1.9 1.5 1.6 2.0 2.3 1.0 2.1
G120.0 1.5 1.6 1.4 1.7 1.7 1.6 1.7 2.1 1.3 2.2
G121.0 1.6 1.5 1.4 1.9 1.8 2.1 2.0 2.5 1.7 2.6
G122.0 1.7 1.2 1.7 2.2 2.1 1.3 2.3 2.7 1.9 1.8
G123.0 1.2 1.8 1.8 2.2 1.9 2.0 2.0 2.1 1.9 1.8
G124.0 1.7 1.6 1.5 2.2 1.9 2.3 1.9 2.5 1.8 0.7
G125.0 1.6 1.4 1.4 1.9 2.1 2.2 2.2 1.8 1.6 1.7
G126.0 1.9 1.6 1.9 2.5 2.5 2.2 2.3 2.1 1.4 1.4
G127.0 1.6 1.8 1.8 1.5 2.3 2.2 2.2 3.3 1.7 1.7
G128.0 1.7 2.2 1.9 2.4 1.8 2.2 2.3 2.7 1.3 2.0
G129.0 1.8 2.2 2.2 2.4 2.3 2.4 2.5 2.4 1.3 1.8
G130.0 1.9 2.6 1.9 2.2 2.7 2.5 2.4 2.9 2.0 1.9
G131.0 2.3 1.8 2.4 2.5 2.6 2.9 2.3 3.1 1.9 2.4
G132.0 2.3 2.4 1.7 2.9 2.7 2.5 2.7 2.7 2.0 2.4
G133.0 2.4 2.3 2.4 3.0 2.9 2.5 3.1 3.1 2.3 2.1
G134.0 2.2 2.3 2.9 2.6 3.3 3.1 2.9 2.9 1.6 2.2
G135.0 2.7 1.7 2.7 3.5 3.2 3.0 3.2 3.5 2.0 1.4
G136.0 2.6 2.4 2.7 3.0 3.3 2.5 3.4 3.8 2.6 2.4
G137.0 3.1 2.9 2.6 3.3 3.4 3.5 3.4 3.7 2.5 2.6
G138.0 2.5 2.8 2.7 3.5 3.8 3.2 4.0 4.0 2.8 2.6
G139.0 3.0 2.6 2.7 3.2 3.7 4.0 4.0 3.2 3.1 2.8
G140.0 3.2 3.4 2.9 3.8 3.1 4.0 3.8 3.6 3.0 1.9
G141.0 2.8 3.5 3.5 3.9 4.0 4.0 4.1 3.7 2.8 2.9
G142.0 3.3 3.1 3.7 4.2 4.4 4.5 3.6 4.3 2.7 3.1
G143.0 3.3 3.9 3.5 3.9 4.1 4.2 4.3 4.4 3.2 3.0
G144.0 3.1 3.9 3.9 4.1 3.7 4.4 3.5 3.4 2.7 3.4
G145.0 3.7 3.3 4.4 3.6 3.8 4.7 4.5 4.2 3.3 3.8
G146.0 3.0 3.9 2.1 3.7 4.3 4.5 4.3 3.5 3.2 2.5
G147.0 3.2 3.4 4.2 4.7 5.2 4.5 4.5 5.2 3.3 2.9

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table (Continue 4)

Unit: cd
G\C C0.0 | C22.5 | C45.0 | C67.5 | C90.0 | C112.5|C135.0 | C157.5|C180.0 | C202.5
G148.0 3.7 4.1 4.8 5.3 4.4 5.0 4.4 4.4 3.7 3.5
G149.0| 4.0 3.9 4.5 4.7 5.4 4.6 5.0 5.0 3.2 2.9
G150.0| 4.2 4.7 3.7 4.9 5.5 4.5 4.7 4.5 3.9 3.6
G151.0 3.5 4.9 5.0 4.7 4.1 5.4 3.5 4.5 3.7 2.8
G152.0| 4.1 4.4 5.2 4.0 5.9 5.2 4.8 5.3 3.4 3.3
G153.0 5.0 4.9 4.7 5.5 5.1 5.6 5.2 4.6 4.4 3.9
G154.0 3.4 4.2 4.7 5.1 5.5 5.2 5.4 5.7 4.2 4.1
G155.0| 4.4 4.2 5.0 5.7 5.9 5.7 4.7 5.7 3.8 4.4
G156.0| 4.6 4.9 5.0 5.8 5.9 5.6 4.7 5.7 3.9 4.2
G157.0| 4.7 5.1 4.9 5.1 5.3 5.2 5.5 5.7 3.9 4.0
G158.0| 4.6 5.0 5.8 5.1 5.0 5.7 5.3 5.4 3.7 4.6
G159.0| 4.7 5.4 5.4 5.9 5.9 5.9 5.6 5.9 4.2 4.2
G160.0| 4.6 4.7 5.5 6.4 6.2 5.5 5.7 6.0 4.4 4.4
G161.0| 4.7 5.2 6.1 5.8 6.3 5.8 5.2 5.3 4.4 4.4
G162.0| 4.7 4.9 5.6 6.5 5.7 6.3 6.2 6.0 3.9 5.0
G163.0| 4.8 5.4 5.8 6.6 5.8 5.9 5.7 6.2 2.3 4.7
G164.0| 4.9 5.7 4.6 6.8 6.2 5.9 4.3 6.3 4.3 5.1
G165.0| 4.7 5.4 5.9 6.3 6.5 6.2 5.6 6.2 3.7 5.2
G166.0| 4.2 5.4 6.1 6.8 6.4 6.4 6.2 6.4 4.5 5.3
G167.0 5.1 5.4 6.1 7.2 5.7 5.8 6.1 5.6 4.4 5.4
G168.0| 4.7 5.2 6.3 5.7 6.8 6.0 6.0 6.4 4.9 5.3
G169.0| 4.9 5.5 6.1 4.7 6.6 6.6 6.4 6.3 4.8 5.5
G170.0| 4.4 5.9 6.1 6.1 6.7 6.4 6.0 6.3 4.9 5.4
G171.0| 4.7 4.8 6.0 6.8 6.6 6.6 6.0 6.7 4.8 4.7
G172.0 5.4 6.0 6.3 6.4 5.9 5.9 5.9 6.0 4.7 5.9
G173.0] 4.9 5.6 6.0 5.9 6.3 6.2 5.9 6.4 5.2 5.6
G174.0 5.1 5.9 6.0 6.8 6.2 6.2 6.2 6.3 4.7 5.6
G175.0 5.6 4.9 6.6 6.8 6.3 6.5 6.2 6.4 4.5 5.2
G176.0 5.4 5.2 6.3 6.1 6.9 6.3 5.9 6.0 5.2 5.4
G177.0 5.3 5.9 6.3 6.2 5.7 6.0 5.3 6.0 5.2 5.2
G178.0 5.3 5.4 5.7 6.6 6.6 5.8 6.4 6.4 5.1 5.2
G179.0 5.2 5.5 5.8 6.8 6.4 6.5 5.6 6.0 4.6 4.9
G180.0 5.2 5.4 5.9 6.0 5.9 6.1 6.2 6.4 4.9 4.7

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table (Continue 5) Unit: cd

G\C C225.0 | C247.5 | C270.0 | C292.5 | C315.0 | C337.5 | C360.0
GO0.0 | 2064.2 | 2064.2 | 2064.2 | 2064.2 | 2064.2 | 2064.2 | 2064.2
G1.0 | 2065.6 | 2063.6 | 2064.4 | 2063.8 | 2063.0 | 2063.7 | 2062.0
G2.0 | 2067.7 | 2064.1 | 2063.9 | 2063.9 | 2062.0 | 2060.4 | 2059.6
G3.0 | 2067.1 | 2064.4 | 2063.0 | 2064.2 | 2060.6 | 2056.7 | 2057.6
G4.0 | 2069.4 | 2065.0 | 2063.1 | 2063.4 | 2058.3 | 2055.5 | 2055.3
G5.0 | 2069.3 | 2066.5 | 2062.6 | 2062.6 | 2055.8 | 2052.9 | 2053.4
G6.0 | 2069.5 | 2066.8 | 2061.7 | 2062.1 | 2052.8 | 2050.1 | 2051.7
G7.0 |2069.3 | 2065.8 | 2060.1 | 2059.8 | 2050.4 | 2047.9 | 2049.2
G8.0 | 2068.5 | 2064.7 | 2058.5 | 2056.1 | 2046.8 | 2046.1 | 2045.4
G9.0 | 2068.2 | 2062.8 | 2056.3 | 2053.8 | 2042.5 | 2042.2 | 2043.0
G10.0 | 2066.4 | 2060.7 | 2051.7 | 2048.5 | 2039.6 | 2039.3 | 2038.7
G11.0 | 2065.2 | 2057.9 | 2046.9 | 2043.8 | 2035.1 | 2035.6 | 2036.6
G12.0 | 2063.3 | 2054.0 | 2041.0 | 2038.2 | 2029.5 | 2031.8 | 2031.5
G13.0 | 2061.8 | 2049.6 | 2034.4 | 2031.8 | 2025.5 | 2027.7 | 2031.8
G14.0 | 2058.8 | 2043.9 | 2026.2 | 2023.8 | 2020.2 | 2023.7 | 2027.4
G15.0 | 2054.0 | 2038.8 | 2018.5 | 2016.3 | 2015.3 | 2019.5 | 2024.2
G16.0 | 2051.8 | 2031.1 | 2008.0 | 2006.9 | 2009.3 | 2016.2 | 2020.9
G17.0 | 2046.7 | 2023.3 | 1998.1 | 1997.1 | 2003.0 | 2013.1 | 2017.0
G18.0 | 2044.6 | 2015.9 | 1987.6 | 1986.7 | 1996.6 | 2008.8 | 2011.1
G19.0 | 2038.7 | 2004.3 | 1974.1 | 1976.0 | 1990.5 | 2004.1 | 2009.0
G20.0 | 2033.8 | 1992.4 | 1958.7 | 1961.4 | 1981.0 | 1998.2 | 2002.8
G21.0 | 2027.9 | 1980.0 | 1942.8 | 1947.0 | 1972.3 | 1993.7 | 1999.9
G22.0 | 2019.7 | 1966.1 | 1925.5| 1930.9 | 1962.6 | 1988.5 | 1998.7
G23.0 | 2010.7 | 1949.9 | 1906.7 | 1913.6 | 1951.4 | 1982.6 | 1991.9
G24.0 | 2000.9 | 1931.9| 1884.6 | 1895.5 | 1941.5 | 1977.8 | 1986.5
G25.0 | 1992.2|1914.7 | 1858.7 | 1875.0 | 1929.8 | 1972.5 | 1980.4
G26.0 | 1980.6 | 1891.3 | 1827.8 | 1848.5 | 1916.1 | 1964.0 | 1975.9
G27.0 | 1965.2 | 1866.1 | 1797.0 | 1822.4 | 1902.4 | 1959.5 | 1970.9
G28.0 | 1953.6 | 1839.2 | 1763.8 | 1793.4 | 1885.8 | 1954.0 | 1969.4
G29.0 | 1937.4 | 1808.8|1727.3|1761.9 | 1868.1 | 1947.4 | 1960.8
G30.0 [ 1919.4|1775.4 | 1688.5 | 1727.4 | 1848.9 | 1940.9 | 1950.1
G31.0 [ 1901.6|1738.8 | 1641.2 | 1689.9 | 1825.3 | 1932.3 | 1945.1
G32.0 | 1877.3 | 1696.2 | 1602.2 | 1647.5 | 1802.7 | 1924.7 | 1938.8
G33.0 | 1852.1 | 1655.5| 1557.1 | 1606.1 | 1777.1 | 1915.8 | 1933.2
G34.0 | 1824.4 | 1611.7 | 1513.0 | 1563.1 | 1749.3 | 1907.0 | 1927.4
G35.0 [ 1791.4 | 1569.0 | 1470.3 | 1518.9 | 1718.3 | 1896.0 | 1922.3
G36.0 | 1756.2 | 1524.5 | 1424.5 | 1476.0 | 1680.3 | 1882.4 | 1917.6

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table (Continue 6) Unit: cd

G\C C225.0 | C247.5 | C270.0 | C292.5 | C315.0 | C337.5 | C360.0
G37.0 | 1717.7 | 1477.4 | 1386.5 | 1429.2 | 1643.6 | 1867.5 | 1909.9
G38.0 | 1674.9 | 1436.1 | 1349.6 | 1390.1 | 1603.5 | 1850.5 | 1901.9
G39.0 [ 1631.4|1398.4|1310.4 | 1351.9|1561.7 | 1832.1 | 1894.1
G40.0 | 1587.1 | 1363.2 | 1265.7 | 1315.6 | 1517.5 | 1812.0 | 1883.5
G41.0 | 1540.9 | 1326.2 | 1212.8|1277.8|1472.6 | 1785.7 | 1871.5
G42.0 | 1496.0 | 1283.3|1141.4 | 1236.0 | 1425.3 | 1758.1 | 1854.5
G43.0 | 1450.8 | 1229.7 | 1068.4 | 1181.6 | 1384.7 | 1728.3 | 1839.2
G44.0 | 1411.0 | 1172.5| 990.9 | 1123.9|1347.5]1693.7 | 1820.1
G45.0 | 1371.2 11109.1 | 905.0 | 1054.1 | 1307.0 | 1650.6 | 1795.9
G46.0 | 1331.3 | 1033.5| 828.3 | 985.7 | 1268.4 | 1607.2 | 1770.6
G47.0 | 1286.2 | 962.6 | 753.1 | 916.5 | 1227.4|1559.9|1742.4
G48.0 | 1231.9| 889.6 | 680.8 | 846.5 | 1183.3 | 1507.2 | 1711.3
G49.0 | 1181.1| 821.9 | 615.9 | 777.0 | 1136.1 | 1452.3 | 1671.9
G50.0 | 1127.7 | 747.6 | 550.4 | 705.3 | 1081.7 | 1388.8 | 1634.7
G51.0 | 1068.8 | 681.7 | 494.9 | 642.6 | 1028.1 | 1326.9 | 1585.3
G52.0 | 1003.0 | 620.6 | 450.5 | 585.1 | 972.3 | 1265.8 | 1536.9
G53.0 | 937.5 | 559.4 | 409.8 | 527.4 | 913.3 | 1201.6 | 1484.1
G54.0 | 872.1 | 505.9 | 374.2 | 477.8 | 854.9 | 1136.6 | 1418.1
G55.0 | 803.0 | 455.6 | 339.2 | 430.7 | 784.5 | 1064.9 | 1333.5
G56.0 | 729.4 | 415.3 | 309.2 | 393.4 | 721.6 | 993.7 | 1252.8
G57.0 | 663.2 | 377.7 | 281.0 | 358.5 | 659.2 | 911.3 | 1165.0
G58.0 | 600.2 | 342.6 | 253.5 | 325.9 | 598.5 | 821.7 | 1066.3
G59.0 | 542.9 | 309.2 | 225.8 | 295.7 | 537.4 | 725.9 | 959.0
G60.0 | 486.7 | 273.2 | 203.1 | 265.5 | 484.6 | 644.5 | 853.9
G61.0 | 434.3 | 244.4 | 185.6 | 235.4 | 435.2 | 572.6 | 741.2
G62.0 | 380.0 | 219.5 | 171.1 | 211.6 | 388.6 | 507.5 | 653.3
G63.0 | 333.3 | 200.1 | 156.5 | 192.4 | 340.7 | 441.7 | 577.8
G64.0 | 290.5 | 182.0 | 143.8 | 176.5 | 299.0 | 386.9 | 506.7
G65.0 | 253.1 | 166.5 | 132.3 | 160.5 | 262.1 | 341.1 | 451.0
G66.0 | 216.9 | 152.0 | 121.2 | 146.6 | 229.0 | 301.4 | 401.3
G67.0 | 187.8 | 138.2 | 109.8 | 134.1 | 200.1 | 265.9 | 352.4
G68.0 | 163.8 | 124.7 98.0 120.6 | 172.5 | 231.4 | 307.5
G69.0 | 141.2 | 109.4 87.0 107.7 | 150.7 | 203.9 | 265.8
G70.0 | 124.3 95.9 78.3 95.2 132.5 | 179.7 | 231.1
G71.0 | 109.5 84.6 71.2 84.0 116.7 | 158.7 | 199.6
G72.0 95.6 75.2 62.7 74.8 101.1 | 137.2 | 173.6
G73.0 82.3 65.9 55.6 65.8 87.5 119.2 | 152.0

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table (Continue 7)

Unit: cd
G\C C225.0 | C247.5 | C270.0 | C292.5 | C315.0 | C337.5 | C360.0
G74.0 69.5 57.1 48.5 58.0 75.5 104.5 | 128.5
G75.0 58.6 48.5 42.1 49.6 63.0 89.0 110.2
G76.0 | 49.2 41.2 36.8 41.4 54.1 77.8 93.4
G77.0 | 42.2 35.0 30.1 36.1 44.8 64.1 78.5
G78.0 34.7 28.0 25.3 29.1 38.2 53.8 65.6
G79.0 29.2 24.1 22.6 24.2 32.0 44.6 55.1
G80.0 24.1 21.1 19.6 21.6 25.9 37.1 45.2
G81.0 19.3 18.1 17.3 18.4 21.7 30.1 36.0
G82.0 16.1 15.4 14.1 15.8 17.4 24.2 27.2
G83.0 13.6 12.9 11.4 13.2 15.0 18.4 20.2
G84.0 11.2 10.2 9.5 10.3 12.7 13.9 13.8
G85.0 8.1 8.3 7.0 8.6 9.6 11.3 11.2
G86.0 5.2 5.4 5.0 4.9 7.6 8.7 8.5
G87.0 2.8 2.2 2.1 2.2 4.5 7.0 5.8
G88.0 0.9 1.7 1.5 1.4 1.8 3.9 4.5
G89.0 1.2 1.2 1.3 1.1 1.5 1.7 1.3
G90.0 0.8 1.4 1.6 0.9 1.1 1.1 0.0
G91.0 0.0 1.2 0.9 0.8 1.7 1.3 0.0
G92.0 0.0 1.3 1.5 1.1 0.8 1.4 0.0
G93.0 0.9 1.1 1.3 0.8 0.8 1.2 0.0
G94.0 0.0 1.2 1.3 0.9 1.3 1.0 0.0
G95.0 0.7 1.4 1.2 0.7 0.8 1.5 0.0
G96.0 0.7 1.1 1.3 1.1 0.9 0.8 0.0
G97.0 0.0 1.4 1.2 0.0 0.0 1.3 0.0
G98.0 0.9 1.4 1.3 1.1 0.8 1.3 0.0
G99.0 0.0 1.3 1.2 1.1 0.7 1.5 0.0
G100.0 0.9 1.1 1.2 0.0 1.0 1.5 0.0
G101.0 0.9 1.4 1.4 0.0 0.9 1.7 0.0
G102.0 0.7 1.2 1.2 0.0 0.8 1.6 0.0
G103.0 0.0 1.2 0.9 0.7 0.0 0.0 0.0
G104.0 0.0 1.2 0.8 1.2 1.0 1.3 0.0
G105.0 0.0 1.1 1.5 0.8 0.7 1.1 0.0
G106.0 0.0 0.8 1.4 1.0 0.9 1.5 0.0
G107.0 0.7 1.5 1.2 1.0 1.1 1.4 0.0
G108.0 0.7 1.2 1.4 0.9 1.4 1.6 0.0
G109.0 0.9 1.4 0.0 0.9 0.8 1.5 0.0
G110.0 0.0 1.2 1.2 1.1 1.0 0.9 0.0
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table (Continue 8)

Unit: cd
G\C C225.0 | C247.5 | C270.0 | C292.5 | C315.0 | C337.5 | C360.0
G111.0 0.9 1.7 0.9 1.2 1.1 1.3 0.0
G112.0 1.2 1.7 1.3 1.1 1.2 1.6 0.0
G113.0 0.9 1.6 1.4 1.2 1.1 1.7 0.8
G114.0 0.9 1.5 1.6 1.3 1.3 1.9 0.7
G115.0 1.1 1.3 1.4 1.1 0.0 1.7 1.0
G116.0 1.2 1.1 1.5 1.1 1.7 1.9 0.9
G117.0 1.2 1.8 1.5 1.4 1.5 2.2 1.1
G118.0 1.1 1.7 1.5 1.6 1.3 1.9 1.3
G119.0 1.2 1.7 1.2 1.5 1.4 2.4 1.3
G120.0 1.4 1.4 1.6 1.4 1.1 2.7 1.5
G121.0 1.6 2.0 2.1 1.3 1.5 2.9 1.6
G122.0 1.6 2.2 1.8 1.6 1.7 2.3 1.7
G123.0 1.9 1.9 1.8 1.3 2.0 2.9 1.2
G124.0 2.0 2.0 2.0 2.0 2.0 2.8 1.7
G125.0 1.8 2.5 2.2 2.0 1.7 2.5 1.6
G126.0 2.1 2.2 1.7 1.8 1.9 2.9 1.9
G127.0 1.8 2.3 2.1 1.8 2.4 2.7 1.6
G128.0 1.9 2.2 2.3 2.1 2.2 2.9 1.7
G129.0 1.9 2.4 2.3 2.0 2.0 3.2 1.8
G130.0 2.2 2.7 2.6 2.2 2.3 3.4 1.9

G131.0 2.6 3.0 2.6 2.1 2.5 3.1 2.3
G132.0 2.6 2.9 3.0 2.3 2.4 2.7 2.3

G133.0 2.8 2.7 2.5 2.5 2.8 3.1 2.4

G134.0 2.7 3.1 2.9 2.8 3.1 3.5 2.2

G135.0 3.2 3.1 2.9 2.5 2.9 3.1 2.7

G136.0 3.2 3.5 3.4 2.5 2.2 3.4 2.6

G137.0 3.8 3.5 3.4 2.9 2.9 3.4 3.1

G138.0 3.5 3.7 3.8 3.2 3.4 3.9 2.5

G139.0 3.2 3.8 3.7 3.5 3.4 3.9 3.0

G140.0 3.4 3.7 3.9 3.0 3.4 4.4 3.2

G141.0 3.7 3.7 3.2 3.2 3.0 4.5 2.8

G142.0 3.7 4.0 3.5 3.7 3.4 4.3 3.3

G143.0 3.6 3.8 4.3 3.8 2.9 4.3 3.3

G144.0| 4.0 4.4 4.0 3.7 4.0 4.3 3.1

G145.0| 4.0 4.7 4.4 4.5 4.1 4.7 3.7

G146.0 3.7 3.9 4.7 2.6 3.0 4.9 3.0

G147.0 3.0 4.9 4.9 4.4 4.4 5.1 3.2

C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000

Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:
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Candlepower Table (Continue 9)

Unit: cd

G\C C225.0 | C247.5 | C270.0 | C292.5 | C315.0 | C337.5 | C360.0
G148.0| 4.0 4.6 4.3 4.7 4.5 5.3 3.7
G149.0| 4.5 5.0 4.1 4.7 4.8 5.0 4.0
G150.0| 4.4 4.7 4.9 3.8 4.5 4.8 4.2
G151.0 5.0 5.0 5.2 4.6 4.4 5.5 3.5
G152.0| 4.6 5.7 5.1 4.7 5.0 4.7 4.1
G153.0| 4.9 5.1 4.8 5.0 4.9 5.3 5.0
G154.0| 4.9 5.4 4.9 5.0 4.5 5.3 3.4
G155.0| 4.9 5.8 5.3 4.4 4.6 5.3 4.4
G156.0| 4.8 3.2 5.3 4.7 4.5 5.6 4.6
G157.0| 4.7 5.8 6.1 5.5 3.9 5.4 4.7
G158.0 5.0 5.6 5.5 5.4 5.0 4.9 4.6
G159.0| 4.8 6.1 5.8 4.0 5.2 5.7 4.7
G160.0 5.3 6.3 5.6 5.5 5.0 5.8 4.6
G161.0| 4.8 6.4 6.6 5.0 5.4 5.9 4.7
G162.0 5.7 6.2 6.4 6.0 4.8 5.3 4.7
G163.0 5.4 6.2 6.2 6.3 5.5 5.8 4.8
G164.0 5.5 6.3 6.6 6.2 5.5 6.4 4.9
G165.0 5.0 6.4 6.1 5.3 5.7 6.3 4.7
G166.0 5.3 6.5 6.2 6.4 6.1 6.4 4.2
G167.0 5.8 6.3 5.6 6.3 5.9 6.4 5.1
G168.0 5.7 6.4 6.5 6.3 5.9 6.5 4.7
G169.0 5.9 6.6 6.9 6.4 6.1 7.0 4.9
G170.0 6.1 7.4 6.7 7.2 6.4 6.3 4.4
G171.0 6.4 7.2 7.2 5.9 6.0 6.8 4.7
G172.0 6.3 7.0 6.8 6.9 5.5 6.9 5.4
G173.0 6.5 6.8 7.1 6.9 6.2 6.7 4.9
G174.0 6.3 7.1 6.7 6.5 6.7 6.4 5.1
G175.0 6.3 6.9 6.4 6.8 6.4 6.4 5.6
G176.0 6.0 6.6 7.1 5.7 6.4 6.7 5.4
G177.0 6.0 7.0 6.8 5.7 6.4 6.4 5.3
G178.0 6.3 6.5 6.7 6.7 6.4 6.6 5.3
G179.0| 4.7 6.5 5.9 6.3 5.8 6.3 5.2
G180.0 5.8 6.0 7.1 6.2 5.8 6.4 5.2
C Plane (°):0.0-360.0: 22.5 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-3000
Test Type: TYPE C Distance: 14.140 m [K=1.0000]
Temperature: 25.5 'C Humidity:

Operator: Inspector:



